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2 Introduction

2.1 Related Documents

® The Bluetooth Serial Port Adapter Toolbox - Getting Started, this document, shortly describes how
to use the toolbox to configure the Bluetooth serial port adapter.

® The Bluetooth Serial Port Adapter AT Commands document contains a short introduction to the
concepts of the Serial Port Adapter as well as a description of the AT commands supported.

®* The Bluetooth Serial Port Adapter Electrical Mechanical Datasheet contains important information
about the OEM Serial Port Adapter. Read this document if you are using the OEM Serial Port Adapter.

® The Bluetooth Serial Port Adapter Optimization document describes how to optimize the module for
throughput, latency, range or power consumption.

2.2 Overview

The Serial Port Adapter Toolbox provides an easy way to configure a connectBlue Serial Port Adapter module.
It supports the Bluetooth, WLAN and 802.15.4 Serial Port Adapter as well as some different firmware variants.

Each command that is executed by the Toolbox is an AT command that is described in the AT command
specification. Hence, the Toolbox and the AT command specification should be used in parallel.

To configure a module with the Toolbox the following steps must be performed.

1. Select what product is being used when the Toolbox is started

Connect to module (basically opening a COM port with correct settings)
Enter AT mode

Configure the module according to the requirements

Go back to Data mode

Disconnect from module

ok wh

The toolbox consists a File menu, configuration area, console and a status bar.

* File menu: Provides functionality to save and download complete configurations. A configuration is
stored in a text file as plain AT commands. Hence, it can be both edited and read using a plain text
editor.

® Configuration area: Consists of tabs, buttons, text boxes, radio buttons and other typical window options

Copyright © 2014 u-blox AG Page 2 of 11



u-blox

to support easy configuration. A set configuration is not executed until the "Write" button is pressed.

® Console: All executed commands are plain AT commands and all commands and responses are shown
in the console window. A Copy/Paste menu is available by right clicking on the mouse.

® Status bar: Some info is presented at the bottom of the Toolbox.

3 Select Product

When the Toolbox is started the correct product must be selected.

For the Bluetooth Serial Port Adapter, select the "Bluetooth SPA" and press the OK button.

Select Product

Productz
+ Bluetooth 5P " Bluetooth |0
T wireless LAN SPA " Bluetooth [2C

" 802.15.4 5PA

There is no way to change product once the Toolbox is started. Instead a new instance of the Toolbox must be
started where the other product is selected.

4 Connect to Module

To start communication with the module, the correct COM port must be opened with the correct serial port
settings.

Press the "Connect" button to get the "Connect” form where the serial settings are input.
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Bluetooth Serial Port Adapter Toolbex (Version 3.6 Build 3211.15926)

—Local Hame (AT AGLMN]

= a Connect

Basic Settings | Securit_l,ll Serveri Clignt | Serial I Dptimizationi Misc I

— Connection —Ezcape Sequence
& Serial
—Connectable (ATSAGCM]) — —Di © TP !1100 |-'"_ 11100
£ Mot Connectable 5 |
" Connhectable £ i =1LE
- COM Fart [coms - P addess [192 162058
Baud Rate I5?BUU - ! Part IB[‘FJl:i
i a -
Data Bits I __| T
Parity INone vI
—Conzole Stop Bitz m
Flow contral ICTS-’F!TS v!
Default | Ok I Cancel
Connect I AT Mode | [T BesetModule Going To Data Mode Cleanall Head &l Wirite Al

Mot Connected |Address

|Versi0n

Also, there is an option to change the default escape sequence if needed. Note that this does not change the
escape sequence of the module. Instead it should be used to connect to a module where the escape sequence
has already been changed.

5 AT Mode

The module starts in data mode by default. In data mode it does not execute AT commands. It transfers data
transparently between the serial port and the Bluetooth connection (if any).

Before the module can be configured it must be made to enter AT mode.

Press the "AT Mode" button for the module to enter AT mode.
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=5 Bluetooth Serial Port Adapter Toolbox (Version 3.6 Build 3211.15926)

File:
— connectBlue
Basic Settings l Security ] Server ] Clignt ] Serial ] Optimization 1 Misc ]
Local Mame [AT AGLM) Clazs of Device (AT AGLC)
Connectable (AT “AGLCHM) Discoverable (AT AGDR) Fairable (AT “AGPM]
" Mot Connectable " Mot Discoverable " Mot Pairable
" Connectable " Limited Discoverability " Pairable
" General Discoverability
Clear Read Write
Console
ATEAILBAY
“dlLBA: cbebobebob07
ok
ATAIL?
"LV connectBlue, 4. 3.0 [09:31:54 4pr 2 2009]""1.0" "RE.03.470" "5T"
Ok
|
Dizzconnect DataMode | [ Reset Module Going To Data Mode Clear Al Fead All wirite All
COMS 57600 8:N-1 HW Flow | xCBCBCBCBCBO?  |“connectBlue”'4.3.0 [09:31:54 Apr 2 200910 "R5.03.410" "5 T"

As soon as the module has entered AT mode it executes the address and version information commands and
presents the information in the status bar with the serial settings.

In the console window the AT commands with responses can be seen.

The module is now ready to be configured.

6 Configuration

By default the module is configured as an SPP server (accepts incoming connections) with no security enabled
and pin code "0".

To configure a client (sets up connection to a remote peer), the commands on the client tab are used.

The client/server notation concerns which side that initiates a connection attempt (client) and which side that
accepts an incoming connection (server). Do not confuse this with master/slave which is something different
and only interesting in case of multipoint.

The commands are separated on different tabs where each tab contains a collection of associated commands.

® Basic Settings: Commands to set the basic behaviour (e.g. local name, discoverability, connectability) of
the module.

® Security: Enable/Disable security and to set a pin code.

® Server: Commands to configure the server behaviour of the module. A server accepts incoming
connections.

® Client: Commands to configure the client behaviour of the module. A client sets up a connection to one
or more remote peers. Specifically the profile, number of remote peers and for each remote peer
connect information is configured.
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Serial: Commands to configure serial settings and escape sequence.

Optimization: Commands to optimize the behaviour of the module to a specific application. Typically
range, power consumption and throughput is considered.

Misc: A number of miscellaneous commands including the watchdog command and a command to
enable configuration over air.

Once the configuration for a tab is set, the "Write" button for the tab is pressed. The AT commands are then
executed as can be seen in the console window.

It is also possible to type commands directly into the console window. Right click on mouse to get a copy/paste

menu.

Also, in the bottom right corner of the Toolbox there are "Read All/Write All" buttons to read and write all tabs at
the same time. For example, to look at the configuration of a module, press the "Read All" button and then look
at the different tabs to see the configuration. As before, all executed commands and responses can be seen in

the console window.

6.1 Basic Settings

Local Name: Seen by remote devices that searches for the device.

Connectability: Enabled if remote devices are allowed to setup a connection to the device. Not
necessare if the device is a client.

Discoverability: Enabled if remote devices shall be able to find the device when searching.

Pairability: Enabled if remote devices shall be able to pair with the device. Pairing is needed to setup a
connection if security is enabled on either side.

Class of device: Used by remote devices to identify what kind of device it is. Can be changed to identify
e.g. as a PC, mobile phone, etc.

6.2 Security

Both the security of Serial Port Adapters supporting BT 2.0 and BT 2.1+EDR can be configured using the
toolbox. See Bluetooth Serial Port Adapter Security document for details.
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=5 Bluetooth Serial Port Adapter Toolbox (Version 3.7 Build 3526.25313)

File:
- connectBlue
Basic Settings  Security ] Sewer] Client ] Serial ] Dplimization1 Misc ] UserDefines]
Security Mode (AT AGSM]
" Dizabled (BT 2.0- Dizgablad, BT 2.1 - Auto Accept] + Dizplay Only (BT 2.0 - Enablad, BT 2.1 - Display Pazskey™
" Enabled [BT 20 Enabled, BT 2.1 - Mat L zed] " Display YesMa [BT 2.0-Enabled, BT 2.1 - Accept/Feject™
" Fised Pin [BT 2.0 - Enabled, BT 2.1 - Enabled) " Keyboard Only [BT 2.0 - Enabled. BT 2.1 - Enter Passkey)™
" Just'works (BT 2.0- Enabled. BT 2.1 - Auta Sccept] “ Only works in AT mode since paining requires user inkerackion.
Fin Code BT 2.0 [AT “AGFP) Pin Cade BT 2.1 [AT 4GFP2) Bond [AT*AGE]
1 asdiIBasd09asdf |757H |ebcbcbebehdt Bond
Clear | Read | Write ‘
Console
Dizzconnect DataMode | [ Reset Module Going To Data Mode Clear Al Fead All wirite All
COMB 57600 8N-1 Hw Flow  |DxCBCBCECBCB10  |"connectBlue™ 43,1 [12:02:16.Aug 26 20091 1.0 "R5.3.410" "ST-Ericsson’"

It is recommended that a pin code (AT*AGFP) for BT 2.0 consists of at least 8 alphanumerical characters.
The passkey (AT*AGFP2) is used for the Fixed Pin BT 2.1+EDR security mode.

To make the system more secure, with security enabled, pairing (or first connection) can be done in a secure
environment. Once successfully done, Discoverability and Pairability (see Basic Settings) can be disabled
which means that no devices hereafter will find the device if searching and will not be able to pair or connect to
it.

For the three security modes that requires the module to be in AT mode (Display Only, Display Yes/No,
Keyboard Only), the Toolbox provides some additional support. The security tab must be selected for this
support to be enabled. Once one of the *AGUPE, *AGUC or *AGUPD event is detected the Toolbox will display
a pop-up window accordingly.

Keyboard Only

The user may enter the 6 digit number in a pop-up window.
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=5 User Passkey Entry (*AGUPE [ AT*AGUPE) E@@

~Bluetooth Address -
chichbebebebl 0

Fazskey

Accept | Feject ‘

A

Display Yes/No

A pop-up window displays a 6 digit number and the user may accept or reject the pairing attempt.

« 4 User Confirmation (*AGUC / AT*AGUC) M=E3

~Bluetooth Address
cbebebebeb2
Fazskey
1121554
Accept ‘ Feject |
A
Display Only

A pop-up window displays a 6 digit number which may be read or copied.

=z Lser Passkey Display (*"AGUPD)

~Bluetooth Address -
chebebeobeb3l
Fazzhkey
206256
Y |
6.3 Server

A server is a module that accepts incoming connections from remote devices (e.g. a connectBlue module
configured as a client).
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The module is by default configured as an SPP server.

For server configuration the correct profile must be selected (e.g. Serial Port Profile (SPP), Dial-Up Networking
(DUN)).

If Wireless Multidrop is enabled for the server, it may also be a good idea to set the "Always Master" policy to
avoid scatternet (which has limited performance).

6.4 Client

A client is a module that sets up connections to remote devices (e.g. a connectBlue module configured as
server). The remote device that the client shall connect to is called remote peer.

1. Select the correct client profile, e.g. Serial Port Profile (SPP)
2. Set the number of remote peers to e.g. 1 for point-to-point.
3. Configure the peer(s) with correct id, address and connect scheme.
® The "Inquiry" or "Device Discovery" buttons can be used to find remote devices and to select
them when found.
4. If more than one remote peer is to be configured, Wireless Multidrop must also be enabled.
5. Press "Write" button to execute the commands.

=5 Bluetooth Serial Port Adapter Toolbox (Version 3.6 Build 3211.15926)

File
- conneciBiue
B asic Seftings 1 Security ] Server  Client l Serial ] Optirization 1 Wiz ]
Client Profile FRemote Peer (AT ADRDRF / AT*ADWDRF) 1 7 Search For and Select Remote Peer
AT ADDCR) e
£ Mone Peerld |0 - ™ Update on Incoming
Deviee D Ihaui
& SpP Address  [00bdb20312¢ _ S L
° DUM N | [ wireless Multidrop (AT ADWM)
" FTP ™ Enable
I Conrect on Data [~ Connect to Mame :
" OPP " Disable
¥ Alwayps Connected [ Connect to Mame Permanent
Mo Remote Peers
(STADNRP] I Esternal Connect [~ Easy Connect
m I Connect to Service Mame [
T Clear Read Write
Congole
*aG0DDE: 001813529003, 5898756,1  And K00 A
*AE0O0E:0012f300:719,5488.1,'1" [
“AG0DDE:0012f300c7e1 3488.1,1"
"AGDDE:chcbebebeb(3,0.1."NO RESET"
*aG0DDE: 001 7e3c51 478, 5243404.1  Mettes"
*AG0OD0E:001213049521,0,1,"M3 Blustacth Device"
“4G0DE: chebebebeb4,0,1, ' Reset”
“AG0DE: 0080=1000000,0,1,™
*4G0DE: bdb203000056, 0.1, Blustooth Device'' E
“
Dizzconnect DataMode | | Reset Module Going To Data Mode Clear &l Read Al write All
COMS 57600 8:N-1 HW Flow | xCBCBCBCBCBO?  |“connectBlue”'4.3.0 [09:31:54 Apr 2 2009]","1.0" "B5.03.410" "5T"

The "Name" edit box is only used when a "Connect to name" connect scheme is selected. If not leave blank.
Note that the client configuration will not be activated until the module enters Data mode.

To setup a connection in AT mode, the AT*ADCP command must be typed into the console window. See AT
specification for details.
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6.5 Serial

The Serial tab provides support to change the serial settings, interface (RS232/422/485) and escape sequence
(character and timing).

It is possible to change the serial settings after next power off/on or directly (toolbox changes with it).

6.6 Optimization

For most applications the default settings are good enough regarding throughput, latency, power consumption
or range.

However, for some applications, the module must be optimized according to the application specific
requirements.

The optimization tab provides some commands to optimize the module.

See the "AT command specification" and the "Bluetooth Serial Port Adapter Optimization" document for details.

6.7 Misc

The Misc tab contains some miscallaneous commands such as the watchdog, allow configuration over air and
DTR/DSR configuration.

7 User Defines

The User Defines tab provides a way to connect specific AT commands to a button for easy execution.

To execute more than one AT command with one Execute button, the AT commands must be seperated by
"<LF>" (see last Execute in figure).
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=y Bluetooth Serial Port Adapter Toolbox (Version 3.7 Build 3436.19698)
File:

B asic Seltingsi Securityl Seweri Cligrt I Serial I Optimization | Mise ~ User Defines |

~User Defined AT Commands

Execute ||AT"AGBD?

Exacuts |!M"AGUB=FFFFFFFFFFFF

Execute |IAT“ADCP=cbcbcbcbcb29,D,D,D

Execute “M"ADCC:D
|AT<LF>AT"AILBA?

conneciBlue

— Congsole

0Ok

AT ALY

"L connectBlue, 43,0 [08:27:300un 3 2009]",1.0""RE.03.410" "5 T Ericeson”
ok

AT

0] 4

AT AILBAT

“&sLB&: chebebebeb29

Ok

Dizzconnect [ ata Mode l ¥ Reset Module Going To Data Mode Clear Al Fead All

ik Al

JCOMS G7E00 8-N-1 HWw Flows |D:<EBEBEBEBEB29 “connectBlue".""4.3.0 [08:27:30.Jun 3 2009]"."1.0" "R5.03.A10","5TEricsson”
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